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The EIP-2051 is a remote digital input module with 16 inputs. It is designed as an EtherNet/IP adapter.
Users can obtain the input status as well as the connection status of the EIP-2051 by the LEDs
indication. In addition, ICPDAS provides software utility to easily configure and test the EIP-2000
modules via Ethernet.
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Channels 16

Input Type Dry Contact: Source, Wet Contact: Sink / Source

Dry Contact Level ggenVoltage Level. On Woltage Level: Close to GND

Wet Contact Level ?va r\ﬂ/g:(tage Level: On Voltage Level: +10 V ~ +50 V
Channels 16

Counters Max. Counts 32-bit (4294967295)
Max. Input Frequency 5 kHz

Photo-Isolation 3750 Vpe

Connector 10/100 Base-TX, 8-pin RJ-45 x 2. Support daisy chain connection.

Standard Supported IEEE 802.3 Ethernet/IP

Power
Input Voltage Range 10V ~ 30V
Power Consumption 1.6W

Installation DIN-Rail

Dimensions 110mm x 90mm x 33mm (H x W x D)

Operating Temperature -25°C ~ +75°C
Storage Temperature -30°C ~+80°C
Humidity 10% ~ 90%
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EtherNet/IP Protocol EtherNet/IP Device (Adapter)
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Art. No. 130180 E|P-2051 CR Isolated 16-ch DI EtherNet/IP Module (RoHS)

Spectra GmbH & Co. KG Niederlassung Osterreich i Spectra (Schweiz) AG
www.spectra.de vertrieb@spectra.de : www.spectra-austria.at info@spectra-austria.at ¢ www.spectra.ch info@spectra.ch



