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Specifications Dimensions (Unit: mm)
Voltage 90 ~ 264 VAC Full Range
Frequency 47 Hz ~ 63 Hz w0 we
Input Current 6 A (RMS) @115 VAC, 3 A (RMS) @230 VAC = =0
6
Inrush Current 40 A max. for 115 VAC, 80 A max. for 230 VAC o
Voltage Min. load Max. load Ripple & Noise ;e { { 5
+3.3V 0A 20.0A 50mVp-p { { . %
+5V 0A 20.0A 50mVp-p sofsg T 2 — ;
+12V 1A 40.0A 1200mVp-p i, e — :
5V 0A 0.3A 200mVp-p - e n
12V 0A 05A 200mVp-p I —
+5 VSB 0A 3A 50mVp-p
Watt 500 W e
Hold-up Time 16 ms min.
Efficiency 84% min
General
Specifcations SN 1oonooous Ordering Information

Temperature Operating: 0°C ~ 50°C, Storage: -20°C ~ 80°C

Part No. Description
Dimensions 150 x 84x 190 (mm)

ACE-A4150AP-R10 500 W Mini Redundant ATX Power Supply, with PFC
1 x 24-pin ATX, 2 x 4+4-pin 12V CPU, 2 x HDD/ ini Redundan ower Supply, wi

Output 5 X
Connector CDROM, 1 x FDD, 2 x SATA, 1 x T.TL signal, ACE-A4150AP1-R10 200 W AC-DC ATX Redundant Module, for ACE-R4130AP, with
1 x LED power C
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